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Elevation of Inner Casing: 4467.31' am.s.l
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Installation Date* 845/97

Installed By: A
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Elevation (BC): 4465.72'a.m.s.l.
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LEGEND
Completion Materials:
Neat Cement with 5% Bentonite
: 10/20 Grade Silica Sand
“iivd 30770 Grade Silica Sand
% Benseal Plug

NI ™| 10720 Sand /Benseal Mix
Westbay Casing:

e MP  Measurement Port

© PP Pumping Port

= DraWiidcked By: PSE/MGC
Borehole Depth: 1010'
MP Depth: 995'
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Installation Date: 10/5/97
Installed By: ATSC
Elevation (BC): 4465.72' am.s.1. Page 2 of 2

LEGEND:
Completion Materials:

Neat Cement with 5% Bentonite

10/20 Grade Silica Sand

30/70 Grade Silica Sand

% Benseal Plug
R

%+ 10/20 Sand and Benseal Mix

Westbay Casing:

o MP  Measurement Port

© PP Pumping Port
oxm  Magnetic Collar

NOTES:
Westbay system is installed
within 4" stainless steel casing

All MPs within sample zones have
filter socks.

All couplings tested at (@ 150 psi
for one minute during installation

Drawn/Checked By: PSE/MGC
Borehole Depth: 1010’
MP Depth: 995'



